Technical details

Pais de la Fabricaciéon
fabricante

disefador

disefador 2

proteccion

Volumen de suministro
Profundidad en cm

material
Atenuacién

Potencia en vatios
LED

Indice de reproduccion
cromatica

El flujo luminoso en Im

Temperatura de color en
grados Kelvin

Dimensions

[# Alemania

Mawa

Martin Wallroth

Tan Aksoy

1P20

LED

17

aluminio, vidrio borosilicato

dimmable con control de fase inversay
con reguladores de control de fase

19w

incluyendo

>90

1.620

2.700 extra blanco calido

H4cm | B27cm

Mawa
One Piece 7

Oberflache

e bronce
o gris metalico

e blanco

Descripcién

The Mawa One Piece 7 wall lamp emits its light to the ceiling and the wall
behind it. The homogeneous ceiling illumination also reaches deep into the
room. The cover made of borosilicate glass on top of the lamp guarantees a
soft light gradient. The ceiling floodlight is made from a single piece of
aluminum using a folding technique. It is available in the powder-coated
surfaces white matt, dark bronze and DB702 metallic grey. The One Piece 7
wall lamp is operated with an integrated LED, which has a colour temperature
of 2700 Kelvin extra warm white. On request, the lamp is also available with a
colour temperature of 3,000 Kelvin warm white or 4,000 Kelvin white. The wall
light can be dimmed on site with a leading edge or trailing edge phase
dimmer. On request, it is also available as a DALl or 1-10 Volt dimmable
version. The One Piece 7 ceiling floodlight is 16.5 cm deep and 27 cm wide.



