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Florian Schulz

Florian Schulz

IP20

LED

laiton

réglable en hauteur

dimmerable sur place avec commande
gradateur de phase inverse

y compris

>90

2.700 extra blanc chaud

Longueur 15 cm, largeur 15 cm, hauteur
5cm

sur le site meme

2 x 6 Watt

1.200
directement
H80-140cm | L100cm

Florian Schulz
Pen 100

Version

e Laiton laqué bruni

e Laiton laqué bruni foncé

« Matt laiton brossé laqué

o Fini laiton poli

o Laiton poli sans laque

o laiton chromé

o laiton plaqué cuivre laqué

o laiton cuivré laqué mat brossé
o laiton nickelé

o laiton nickele laque

o Matt laiton brossé nickelé

Description

The Florian Schulz Pen 100 is the smallest one out of three modern LED
pendant lamps belonging to this series. The light body of the Pen 100 is 100
cm in length and adjustable in height between 80 ¢cm and 140 cm. Two
exchangeable LED-Line 150 with a total of 12 watts, 1,200 Im and a colour
temperature of 2,700 Kelvin extra warm white are inclusive. The LEDs are
placed inside two light elements being rotatable at up to 360°.

This light is made of brass offered with the surface being either nickel-plated
brass, chrome-plated brass, brass lacquered brushed matt, nickel-plated brass
matt brushed, brass polished lacquered brass burnished lacquered, brass
dark burnished lacquered, brass nickel-plated lacquered, brass polished
unlacquered, brass copper-plated or brass copper-plated matt brushed
lacquered. The Florian Schulz Pen 100 can be dimmed on site.
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